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SCOPE:

The formulation of definitions, specifications, and test methods relating to gypsum and
gypsum products and the use thereof.

In addition, the scope of this Committee shall cover the formulation of definitions, specifi-
cations, test methods, and application standards for those construction materials, particu-
larly for ceilings and walls, and related components and accessories not currently covered
by existing ASTM Committees. The Committee will coordinate its activities with and
maintain liaison with other ASTM Committees and organizations in matters of mutual in-
terest. In addition, the scope of this Committee shall cover the formulation of definitions,
specifications, and test methods for related products not covered by other Committees, if
approved by ASTM.

TECHNICAL SUBCOMMITTEES:

C11.01 Specifications and Test Methods for Gypsum Products

C11.02 Specifications and Test Methods for Accessories and Related Products

C11.03 Specifications for the Application of Gypsum and Other Products in Assemblies
C11.05 Application of Exterior Insulating and Finish Systems and Related Products
C11.91 Terminology and Editorial

KEY DOCUMENTS:

« C754 Standard Specification for Installation of Steel Framing Members to Receive
Screw-Attached Gypsum Panel Products

« (840 Standard Specification for Application and Finishing of Gypsum Board

 C1063 Standard Specification for Installation of Lathing and Furring to Receive Interior
and Exterior Portland Cement-Based Plaster

« C1280 Standard Specification for Application of Gypsum Sheathing

o C1396/C1396M Standard
Specification for Gypsum Board

o C 1397 Standard Practice for
Application of Class PB Exterior
Insulation and Finish Systems

« C1658/C1658M Standard
Specification for Glass Mat

Gypsum Panels
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